
Enligt: DIN
Material: syrafast och rostfritt stål
Kvalitet: DIN 1.4404/ASTM 316 Ange DN- storlek resp. tryckklass PN alternativt mät flänsens omkrets.

Flänsdimension

DIN standard & PN class specificerar artikelnummer
Maximalt avstånd mellan flänsarna Diameter 

fläns
Omkrets 

fläns
25 mm 45 mm 65 mm

DIN2631
DIN 2641

PN6

DIN2632
DIN2642

PN10

DIN26333

PN16

DIN2634
DIN2655

PN25

DIN2635
DIN2656

PN40

DIN2636

PN64

DIN2637

PN100

Skyddets bredd mm

50 mm 70 mm 90 mm

10 2-0075-50 2-0075-70 2-0075-90 75 236
15 2-0080-50 2-0080-70 2-0080-90 80 251
20 10 10 10 10 2-0090-50 2-0090-70 2-0090-90 90 283

15 15 15 15 2-0095-50 2-0095-70 2-0095-90 95 298
25 10 10 2-0100-50 2-0100-70 2-0100-90 100 314

20 20 20 20 15 15 2-0105-50 2-0105-70 2-0105-90 105 330
25 25 25 25 2-0115-50 2-0115-70 2-0115-90 115 361

32 2-0120-50 2-0120-70 2-0120-90 120 377
40 2-0130-50 2-0130-70 2-0130-90 130 408
50 32 32 32 32 25 25 2-0140-50 2-0140-70 2-0140-90 140 440

40 40 40 40 2-0150-50 2-0150-70 2-0150-90 150 471
65 2-0160-50 2-0160-70 2-0160-90 160 502

50 50 50 50 2-0165-50 2-0165-70 2-0165-90 165 518
40 40 2-0170-50 2-0170-70 2-0170-90 170 534
50 2-0180-50 2-0180-70 2-0180-90 180 565

65 65 65 65 2-0185-50 2-0185-70 2-0185-90 185 581
80 2-0190-50 2-0190-70 2-0190-90 190 597

50 2-0195-50 2-0195-70 2-0195-90 195 612
80 80 80 80 2-0200-50 2-0200-70 2-0200-90 200 628

65 2-0205-50 2-0205-70 2-0205-90 205 644
100 2-0210-50 2-0210-70 2-0210-90 210 659

80 2-0215-50 2-0215-70 2-0215-90 215 675
100 100 65 2-0220-50 2-0220-70 2-0220-90 220 691

80 2-0230-50 2-0230-70 2-0230-90 230 722
100 100 2-0235-50 2-0235-70 2-0235-90 235 738

125 2-0240-50 2-0240-70 2-0240-90 240 754
125 125 100 2-0250-50 2-0250-70 2-0250-90 250 785

150 100 2-0265-50 2-0265-70 2-0265-90 265 832
125 125 2-0270-50 2-0270-70 2-0270-90 270 848

150 150 2-0285-50 2-0285-70 2-0285-90 285 895
125 2-0295-50 2-0295-70 2-0295-90 295 926

150 150 2-0300-50 2-0300-70 2-0300-90 300 942
125 2-0315-50 2-0315-70 2-0315-90 315 989

200 2-0320-50 2-0320-70 2-0320-90 320 1.005
200 200 2-0340-50 2-0340-70 2-0340-90 340 1.068

150 2-0345-50 2-0345-70 2-0345-90 345 1.083
150 2-0355-50 2-0355-70 2-0355-90 355 1.115

200 2-0360-50 2-0360-70 2-0360-90 360 1.130
250 200 2-0375-50 2-0375-70 2-0375-90 375 1.178

250 2-0395-50 2-0395-70 2-0395-90 395 1.240
250 2-0405-50 2-0405-70 2-0405-90 405 1.272

200 2-0415-50 2-0415-70 2-0415-90 415 1.303
250 2-0425-50 2-0425-70 2-0425-90 425 1.335

200 2-0430-50 2-0430-70 2-0430-90 430 1.350

Två sätt att specificera 
artikelnummer (se text nedan i rött resp. grönt)

ArtikelnummerFlänsspecifikation



Flänsdimension

DIN standard & PN class specificerar artikelnummer
Maximalt avstånd mellan flänsarna Diameter 

fläns
Omkrets 

fläns
25 mm 45 mm 65 mm

DIN2631
DIN 2641

PN6

DIN2632
DIN2642

PN10

DIN26333

PN16

DIN2634
DIN2655

PN25

DIN2635
DIN2656

PN40

DIN2636

PN64

DIN2637

PN100

Skyddets bredd mm

50 mm 70 mm 90 mm

300 2-0440-50 2-0440-70 2-0440-90 440 1.382
300 2-0445-50 2-0445-70 2-0445-90 445 1.397

250 2-0450-50 2-0450-70 2-0450-90 450 1.413
300 2-0460-50 2-0460-70 2-0460-90 460 1.444

250 2-0470-50 2-0470-70 2-0470-90 470 1.476
300 2-0485-50 2-0485-70 2-0485-90 485 1.523

350 2-0490-50 2-0490-70 2-0490-90 490 1.539
350 250 2-0505-50 2-0505-70 2-0505-90 505 1.586

300 2-0515-50 2-0515-70 2-0515-90 515 1.617
350 2-0520-50 2-0520-70 2-0520-90 520 1.633

300 2-0530-50 2-0530-70 2-0530-90 530 1.664
400 2-0540-50 2-0540-70 2-0540-90 540 1.696

350 2-0555-50 2-0555-70 2-0555-90 555 1.743
400 2-0565-50 2-0565-70 2-0565-90 565 1.774

400 350 2-0580-50 2-0580-70 2-0580-90 580 1.821
300 2-0585-50 2-0585-70 2-0585-90 585 1.837

350 2-0600-50 2-0600-70 2-0600-90 600 1.884
400 2-0620-50 2-0620-70 2-0620-90 620 1.947

500 2-0645-50 2-0645-70 2-0645-90 645 2.025
350 2-0655-50 2-0655-70 2-0655-90 655 2.057

400 2-0660-50 2-0660-70 2-0660-90 660 2.072
500 400 2-0670-50 2-0670-70 2-0670-90 670 2.104

500 2-0715-50 2-0715-70 2-0715-90 715 2.245
500 2-0730-50 2-0730-70 2-0730-90 730 2.292

600 500 2-0755-50 2-0755-70 2-0755-90 755 2.371
600 2-0780-50 2-0780-70 2-0780-90 780 2.449

600 2-0840-50 2-0840-70 2-0840-90 840 2.638
600 2-0845-50 2-0845-70 2-0845-90 845 2.653

700 2-0860-50 2-0860-70 2-0860-90 860 2.700
700 2-0895-50 2-0895-70 2-0895-90 895 2.810

700 2-0910-50 2-0910-70 2-0910-90 910 2.857
2-0960-50 2-0960-70 2-0960-90 960 3.014

800 700 2-0975-50 2-0975-70 2-0975-90 975 3.062
800 2-1015-50 2-1015-70 2-1015-90 1.015 3.187

800 2-1025-50 2-1025-70 2-1025-90 1.025 3.219
900 2-1075-50 2-1075-70 2-1075-90 1.075 3.376

800 2-1085-50 2-1085-70 2-1085-90 1.085 3.407
900 2-1115-50 2-1115-70 2-1115-90 1.115 3.501

900 2-1125-50 2-1125-70 2-1125-90 1.125 3.533
1000 2-1175-50 2-1175-70 2-1175-90 1.175 3.690

900 2-1185-50 2-1185-70 2-1185-90 1.185 3.721
1000 2-1230-50 2-1230-70 2-1230-90 1.230 3.862

1000 2-1255-50 2-1255-70 2-1255-90 1.255 3.941
1000 2-1320-50 2-1320-70 2-1320-90 1.320 4.145
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